ROYAL CONDITIONER™

ANTI-CLOGGING,LINE MAINTENANCE FLUSH
AND STAIN CONTROL FOR IRRIGATION SYSTEMS

LINE FLUSH

2 Gallons for DIRECTIONS:
30 minutes.
Leave in the line Stain Control:
for 24 hours; Inject continuously at a rate determined by

then Flush mineral content of the water.
with water.

Irrigation Line Protection:
Inject at a rate beginning with one gallon per
hour.

CAUTION: May cause skin and eye irritation. Harmful if swallowed.
KEEP OUT OF REACH OF CHILDREN.
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DANGER CAUSES SEVERE
EYE DAMAGE AND SKIN
BURNS.

FIRST AID

IF IN EYES: Rinse cautiously
with water for several minutes.
Remove contact lenses, if
present and easy to do. Con-
tinue rinsing. If eye intation or
buming persists, get medical
attention.

IF ON SKIN: Wash with tplenty
of soap and water. If skin
intation occurs, get medical
attention.

IF SWALLOWED: Rinse
mouth. Call a doctor if you feel
unwell.

IF INHALED: Remove person
to fresh air and keep comforta-
ble for breathing. Call a doctor
if you feel unwell.

CONTAINS ACID.

AVOID SPLASHING INEYES.
WEAR EYE PROTECTION.
NEVER USE WITH CHLORINE.
DO NOT TAKE INTERNALLY.
MAY BE FATAL IF SWALLOWED.




