LINE FLUSH

2 gallons for
30 minutes.
Leave in the line
for 24 hours;
then Flush
with water.

LINE PROTECTION

1 gallon for
400,000 gallons.

ACTIVE
INGREDIENTS:

Phosphoric acid,
long chain complex
phosphate, and
detergent.

FLUSH AND STAIN CONTROL
FOR IRRIGATION SYSTEMS

Stain Control for Plants and Buildings

Calcium Iron Gallons of
ppm ppm Water

17 - 85 - 1,040,000

85 - 200 1 420,000

200 - 600 p 210,000

3 102,000

One gallon of Royal Flush will treat
the above gallons of water.
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ROYAL FLUSH™

ANTI-CLOGGING. LINE MAINTENANCE

DANGER CAUSES SEVERE
EYE DAMAGE AND SKIN
BURNS.

FIRST AID

IF IN EYES: Rinse cautiously
with water for several minutes.
Remove contact lenses, if
present and easy to do. Con-
tinue rinsing. If eye initation or
burning persists, get medical
attention.

IF ON SKIN: Wash with ]plenty
of soap and water. If skin
irtation occurs, get medical
attention.

IF  SWALLOWED: Rinse
mouth. Call a doctor if you feel
unwell.

IF INHALED: Remove person
to fresh air and keep comforta-
ble for breathing. Call a doctor
if you feel unwell.

CONTAINS ACID.

AVOID SPLASHING INEYES.
WEAR EYE PROTECTION.
NEVER USE WITH CHLORINE.
DO NOT TAKE INTERNALLY.
MAY BE FATAL IF SWALLOWED.




